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PROPERTY
Primary Yarn Polymer

Yarn Cross Section

Standard Colors

UV Stabilized

Fabric Construction

Primary Backing

Coating Type(s)

Perforations

Pile Height

Total Weight

Roll Width

ADVANTAGES
•   Increases available time of use

•   Improves performance and safety

•   Allows more time for practice

•   High performance quality

•   Helps create multipurpose facilities

•   Perfect for training

•   Always ready for use

•   Consistent performance over time and use

DESCRIPTION
Polyethylene 

Polyethylene 

Field Green, Field/Lime

Yes

Tufted
ArmorLoc™ 3L Stabilized Woven 
PP/PET Multilayer
SilverBack™ Polyurethane

Yes

1-1/8”

114 oz.

15 Ft.



Desert Zoysia is a multi-sport field product 
that should be installed over a compacted 
aggregate base. It was designed to 
capitalize on the well-known existing 
benefits of a Diamond monofilament 
while adding an infill trapping texturized 
thatch. The shorter pile and thatch layer 
are perfectly suited for newer style 
alternative infill solutions.

BENEFITS
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DESERT ZOYSIA

It is the policy of Synthetic Turf International to continuously improve their line of products. 
Therefore, Synthetic Turf International reserves the right to change, modify or discontinue 
systems, specifications and accessories of all products at any time without notice or 
obligation to purchaser. These are standard specifications subject to manufacturing 
tolerances and consumer requests.

COMPACTED SUBGRADE

GEOTEXTILE FABRIC

FREE DRAINING BASE STONE

FREE DRAINING FINISHING STONE,
LASER GRADE ONLY

THOROUGHLY COMPACTED 
MATERIAL AT EDGE

INFILLED SYNTHETIC TURF SYSTEM

FOUNDATION GRADE LUMBER OR 
RECYCLED PLASTIC. ATTACH WITH 
S.S CONCRET SCREWS & WASHERS
@ 18" O.C.

EXISTING EQUIPMENT

EQUIPMENT

CURB

INFILLED SYNTHETIC 
TURF SYSTEM

COMPACTED SUBGRADE

2" DEPTH 1/4"-3/8" 
CLEAN AGGREGATE

4" DEPTH 3/4" TURF 
AGGREGATE

ASPHALT

8" FLYASH UNDER 
TURF GRAVEL

INSTALL FILTER FABRIC BELOW AGGREGATE BASE
COURSE AND AT BOTTOM & SIDES OF TRENCH

9" PERFORATED COLLECTOR
SUB-DRAIN

16" FLYASH UNDER
ASPHALT

SLOPE SUBGRADE @ .5%
TOWARDS COLLECTOR TRENCH

GEOTEXTILE FABRIC,
COVER ENTIRE SUBGRADE

PANEL DRAIN

PRESSURE TREATED 2X4 ANCHOR TO
CONCRETE CURB W/ 1/2"Ø STAINLESS

STEEL EXPANSION ANCHORS

RESILIENT SURFACING

6" X 12" CONC. CURB W/ 
TWO #4 REBAR

6"
MIN.

6"
MIN.

9
"

M
IN

.


